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Video Access Technology Corp.
4F.-11, No.6, Lane 609, Sec. 5, Chongxin Rd., Sanchong Dist., New Taipei City, Taiwan (Tong Cheng Industrial Zone)  

Tel:+886-2-2999-8383   Fax:+886-2-2999-0303
web : www.videoaccess.com

BENESTON® | Data Sheet
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BENESTON®  AHD/TVI/CVI Video Equipment 
HDMI/VGA/CVBS to AHD/TVI/CVI Converter

ACT-ER03HRS

Features:

* Easy to configure, and robust for 24/7 operation services
* Signal input: HDMI / VGA / CVBS
* HDMI support : 1.4 version
* HDMI compatible with HDCP
* Automatically detect the HDMI EDID information
* With 1080P / 720P and NTSC/PAL switch to control 
the video output.

* AHD TVI CVI signals video transmission can be sent using 
coaxial cable/twisted pair transmitter

* The output supports 720P and 1080P 30, 25Hz
* AHD TVI CVI signals output distance : 300 meters
* HDMI input over 1280x720 resolution, auto up-scaling to 
1920x1080 60HZ

* Support computer / TV box video input 
(YouTube / Netflix digital protection compatible) 

800x600, 1024x768, 1152x864, 1176x664, 1280x720, 1280x768
1280x800, 1280x960, 1280x1024, 1360x768, 1366x768, 
1440x900  1600x900, 1600x1024, 1680x1050,
1920x1080i, 1920x1080p (60, 59.94, 50, 30, 25Hz)

,

Aluminum Case

1-year warranty

DC12V, 1A

Operating Temperature -10°C ~ 55°C

Storage Temperature -30°C ~ 60°C

Relative Humidity 10 ~ 90% RH (Non-condensation)

Specification ACT-ER03HRS

 Interfaces

Input Signal Type HDMI, VGA, CVBS

Video Output Interface AHD, TVI, CVI Signal /  BNC x 1

Output Format 720p or 1080p 30, 25Hz

Max. Input Coax Length 300 meters for 1080p

HDMI input support

General

Power Supply

Dimensions 80 x 80 x 25mm

Weight 170g

Casing

Warranty
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